
Instructions for Installing a Sure Grip Left Foot Accelerator with Autolock in a VPG MV-1. 

There are many steps to installing Sure Grip Hand Controls into an MV-1 that are not elaborated upon in 

the following instructions. They are to be used alongside the Sure Grip Installation Manual as they are 

designed to point out the procedures specific to an MV-1 installation and not serve as a complete 

installation guide.   

Step 1: Loosen the solenoid from the pedal assembly so the pedal can move back and forth. 

Step 2: Your hand control kit should include the Sure Grip MV-1 Bracket (pictured below). If you have 

this bracket, continue to step 2. If you do not have this bracket, please contact us to place an order for 

one. 

 

Step 3: Remove plastic portion of lower dash panel. In order to do this you do not need to remove any 

fasteners. The panel can simply be pulled off 

Step 4: Remove steel knee bolster. Remove the four 10mm bolts indicated by the red arrows in the 

picture below. 

 



Step 5: Unhook D-Link (circled in the picture above) from the steel knee bolster using a 9/32” wrench. 

Step 6: Locate the knee bolster support brace (indicated below by red arrow) on the right hand side of 

the steering wheel and drill two ½” holes in it that align with the two ½” holes in the Sure Grip MV-1 

Bracket 

  

Step 7: Install the MV-1 bracket by threading the two 5/16” bolts into the bracket from below. Tighten 

to 25ft/lbs. When finished it should look like the picture below.  

  

 



Step 8: Insert support rod into clamping block and position support rod as show below. Make sure the 

shorter end of the support rod is the one mounted into the block, with the longer end travelling down 

towards the vehicle firewall. 

  

Step 9: Slide the pedal assembly onto the support rod and slide it up the rod until the distance from the 

90 degree bend in the support rod and the clamping block on the pedal assembly is exactly 10 inches. 

Tighten the clamping block on the bracket until the support rod is secure.  

Step 10: Find the proper final position for the left foot gas pedal and tighten the clamping block bolts on 

the pedal assembly to 25ft/lbs. 

Step 11: Mount the cable to the vehicle. Follow the instructions in the A200 installation Powerpoint. 

When completed, the cable attachment should look like this: 

   



Note the bend in the end of the cable anchor strap to allow the cable to slide through when the OEM 

pedal is being used by an able bodied driver. 

Step 12: Install the electronic lockout control box as per the instructions in the Sure Grip A200 

Powerpoint. Use the brown wire with the purple stripe coming from the smart junction box for your 

power source.  

Step 12: Do a final check to make sure all fasteners are tightened and that no A200 component is 

interfering with moving OEM components. You final install should look like the picture below.

 

 


